
Optinal Test Report

151 mA

Temperature(C) Wavelength(nm) Resistance(K)
15.14 790.578 15.633
16.18 790.830 14.9
17.23 791.244 14.191
18.31 791.599 13.512
19.35 792.009 12.886
20.39 792.333 12.291
21.41 792.681 11.727
22.47 793.167 11.193
23.52 793.477 10.689
24.60 793.901 10.193
25.64 794.184 9.735
26.67 794.686 9.308
27.74 794.932 8.888
28.80 795.303 8.492
29.83 795.635 8.118
30.89 795.992 7.767
31.99 796.271 7.416
33.01 796.732 7.103
34.07 796.962 6.798
35.12 797.299 6.508
36.16 797.595 6.233
37.23 798.012 5.966
38.29 798.277 5.715
39.33 798.695 5.463
40.43 798.992 5.242

Operator
Date

3830 Packard Road, 
Suite 170,
Ann Arbor, MI 48108, 
USA 

Phone: 734-477-0133
Fax: 734-477-0166
Email: info@qphotonics.com  
http://www.qphotonics.com

MODEL
PART NUMBER

QFLD-795-100S
SAMPLE

HI780

FC/APC

  QPHOTONICS, LLC

Operating Current

Fiber Type

Connector

Wavelength Vs.Temperature
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