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MODEL QSDM-1060-10D
PART NUMBER SAMPLE LIV Test Data
12 2
Parameter Value Units J r1.8
Internal Temperature 25 °C 10 ~
- 1.6
Thermistor Resistance 10.0 k? /
Optical Output Power 10.1 mw / ) L 1.4
Threshold Current - mA 8
Operating Current 219 mA > 12
Maximum Operating Current 241 mA ; 6 1 ZL
Operating Voltage 1.72 V 2 >
Monitor Current 1.16 mA o r 0.8
Center Wavelength 1053.8 nm 4 o6
Spectral Width @ 0.5nm resoln 70.58 nm '
Ripples @ 0.5 nm resoln 3 % L 0.4
2
// N
Emission Spectrum 0 0
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5 Fiber Type HI1060
£ NA 0.14
Connector FC/APC
950 1000 1050 1100 1150
Wavelength, nm
Pin Connection T 30 MAX o
1 TE Cooler (+) g e I R
2 Thermistor
3 PD Anode (-) by A2 .
4 PD Cathode (+) " )
i 3499 _ | o h >
5 Thermistor EIE 1 .=.|~ V o
10 LD Anode (+) ¢
11 LD Cathode (-) e 14
14 TE Cooler (-)
29.840.3
:22.; 1.0210.2
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