—

@ QPHOTONICS, LLC

3830 Packard Road,

Suite 170,

Ann Arbor, Ml 48108,

USA

Phone: 734-477-0133

Fax: 734-477-0166

Email: info@gphotonics.com
http://www.gphotonics.com

MODEL QFBGLD-633-30 LIV Test Data
PART NUMBER SAMPLE 40 3
35 '
4 - 25
Parameter Value Units 30 ,/
Internal Temperature 25 °C / )
Thermistor Resistance 10.0 kQ 25
Optical Output Power 30 mwW % /
Threshold Current 69 mA = 20 15 Z
Operating Current 130 mA s ) 3
Maximum Operating Current 145 mA . 15 y,
Operating Voltage 2.5 \% { 1
Monitor Current 0.06 mA 10
Center Wavelength 632.9 nm
Spectral Width <0.01 nm 5 05
0 j 0
Emission Spectrum 0 50 100 150 200
lop, mA
o
g
5 Fiber Type SM600
g NA 0.14
- Connector None
610 620 630 640 650 660 670
Wavelength, nm
Pin Connection Sxg=1021 30 MAX 02005 o 54203
1 TE Cooler (+)
2 Thermistor
4—22.6
3 PD Anode (-) I:HL“ / ,
4 PD Cathode (+) q O ' h
, =R _ | 4 o
5 Thermistor ER [ = V L
10 LD Anode (+) . (@)
11 LD Cathode (-) e Hn*”"
14 TE Cooler (-) 50.8£0.3
26£0.3
30203 1.0240.2
Operator NA TOP VIEW
Date NA




