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MODEL QFBGLD-1300-350 LIV Test Data
PART NUMBER SAMPLE 500 2
450 // 1.8
: 400 e / 1.6
Parameter Value Units / /
Internal Temperature 25 °C 350 / / 14
Thermistor Resistance 10.0 kQ 300 / 12
Optical Output Power 350 mw z / / -
Threshold Current 166 mA 5 250 1 g
Operating Current 1073 mA 2 / >
- ; @ 200 0.8
Maximum Operating Current 1180 mA /
Operating Voltage 1.76 \% 150 / 0.6
Monitor Current - mA /
Center Wavelength 1309.9 nm 100 / 04
Spectral Width 0.48 nm 50 0.2
0 0
Emission Spectrum 0 500 1000 1500
lop, mA
PER 15 (PM fiber coupled device only)
(2}
§ Fiber Type HI1060
i NA 0.13
| Connector Optional
I
|
1280 1290 1300 1310 1320 1330 1340
Wavelength, nm
30 MAX.
Pin Connection T £.240.05 4 54403
1 TE Cooler (+)
Thermistor Wy AEZE
5 Thermistor - '
10 LD Anode (+) =k g _ B Ij ;} J/\ 3
11 LD Cathode (-) A « o) V
14 TE Cooler (-) Jes| #14
20.820.3
26+0.3
2003 1.02+0.2
Operator NA TOP VIEW
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