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MODEL QFLD-1060-150S LIV Test Data
PART NUMBER SAMPLE 200 18
180 7‘ L 16
160 /"/ f - 1.4
Parameter Value Units - / '
Internal Temperature 25 °C 140 15
Thermistor Resistance 10.0 k? 120 /
Optical Output Power 150 mw 2 S L
5 >
Threshold Current 46 mA .~ 100 / g
Operating Current 274 mA % / L 08>
Operating Voltage 1.57 V o 80 /
Monitor Current 0.07 mA 60 06
Monitor Dark Current 0 nA // L 04
Center Wavelength 1066.8 nm 40 /
Spectral Width 0.5 nm 20 L 0.2
0 0
Emission Spectrum 100 200 300 400
lop, mA
@
S
(%))
5 Fiber Type HI1060
= NA 0.14
Connector None
1030 1040 1050 1060 1070 1080 1090
Wavelength, nm
30 MA
Pin Connection e ’ 0.220.05 54403
1 TE Cooler (+)
2 Thermistor EIL y, A-e2o
3 PD Anode () b e H
4 PD Cathode (+ 3499 _ 1 < o
2roce () 743 —— = f
5 Thermistor ¢
10 LD Anode (+) ho ' ]]"#M
11 LD Cathode (-)
14 TE Cooler (-) 28204
30+Q0.3 1.0240.2
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