
Units
°C
k?
mW
mA
mA

V

mA
nA
nm
nm

SMF28
0.13

FC/PC

Pin Connection

1 TE Cooler (+)

2 Thermistor

3 PD Anode (-)

4 PD Cathode (+)

5 Thermistor

10 LD Anode (+)

11 LD Cathode (-)

14 TE Cooler (-)

Operator
Date

1565.4
10.46

Center Wavelength
Spectral Width

25
10.0
100
42

422

1.61

0.12
0

Operating Current

Operating Voltage

Monitor Current
Monitor Dark Current

Internal Temperature
Thermistor Resistance
Optical Output Power
Threshold Current
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Parameter Value

MODEL QFLD-1550-100S
PART NUMBER SP1507

Fiber Type
NA

Connector
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Optinal Test Report

420 mA

Temperature(C) Wavelength(nm) Resistance(K)
15.11 1558.943 15.663
16.14 1559.345 14.923
17.18 1559.791 14.229
18.23 1560.219 13.558
19.30 1560.679 12.917
20.32 1561.152 12.329
21.38 1561.624 11.765
22.42 1562.151 11.223
23.46 1562.657 10.72
24.53 1563.192 10.231
25.56 1563.722 9.773
26.62 1564.275 9.331
27.66 1564.850 8.919
28.72 1565.426 8.522
29.74 1566.005 8.148
30.80 1566.604 7.79
31.89 1567.239 7.446
32.91 1567.862 7.126
33.98 1568.497 6.821
35.03 1569.142 6.531
36.04 1569.789 6.264
37.14 1570.434 5.989
38.19 1571.079 5.737
39.23 1571.625 5.501
40.28 1572.060 5.272
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MODEL
PART NUMBER

QFLD-1550-100S
SP1507

SMF28

FC/PC
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