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MODEL QSS-970-5S LIV Test Data
PART NUMBER 08.03.16 6 ; ; ; 25
51 S ,
Parameter Value Units l l l
Internal Temperature 25 °C Y A J L
Thermistor Resistance 10.0 kQ 1 ‘ 1 15
Optical Output Power 5 mwW 2 1 1 1 7.
Threshold Current 36 mA 53 _,,,,,,i,,, ,3, ,,,,, i ,,,,, 5
Operating Current 130 mA % | | | L
Operating Voltage 2.24 Vv o ! ! ! 1
Monitor Current 2.85 mA 2 "””’i’””i’ ””” i ”””
Monitor Dark Current 0 nA | : :
Center Wavelength 970 nm ! ! ; - 0.5
Spectral Width 3.57 nm 1 o o o
0 l ‘. ‘. 0
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® Fiber Type HI1060
5 NA 0.14
N Connector FC/PC
960 965 970 975 980
Wavelength, nm
Pin Connection 8 0 11 12 13 14
1 TE Cooler (1)
5 LD Anode (+)
7 PD Cathode (+)
8 PD Anode (-) i
9 LD Cathode (-) g‘
1 Thermistor )
12 Thermistor
14 TE Cooler (-)
7 5 4 3 2 1
Operator AK BOTTOM VIEW
Date 2/19/2008

Phone: 734-477-0133
Fax: 734-477-0166

Email: info@qgphotonics.com




